
 1

Vacuum-Systems in H1 
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MVP-System (subcooler box, HERA-box, transfer line): 
 
 
 
 
             Pumping unit 
 
 
 
         Penning 
                Pirani 
 
     HV 
    100                     KF40  40 
 
 
 
      100            HV 
       Transfer + HERA-box 
 
       HV         40 
 
 
            HV    KF40      Redundant valve        
      Pirani       (blank) 
            
   Subcooler box              Pirani 
             40 
 
       Transfer line (tunnel) 
               HV 
 
 
         KF40 (blank) 
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H1-System: 
 
 
 
   
 
 
       H1 box 
 
      KF40 (blank) 
 
 
              HV 
    HV          Transfer line (solenoid) 
                40           
     100 
         KF40            40           HV 
     Pneumatic valve 
            HV  
    Penning 
         Pirani 
 
 
 
 
  Pumping unit  Transfer line (H1 box – Hera box) 
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GO/GG-System (MVP): 
 
 
 
      Penning             
      
Pumping unit (GO)         
 
                          KF40  
                          (blank) 
      PV         HV 
              GO            GG 
            
      Pirani        HV   PV 
 
           HV 
 
                   KF40 
 
 
              Redundant valve (PV)             HV 
 
         
 
               Penning  
 
                   Pumping unit (GG) 
 
 
(All pipes are 108 x 6) 
 
HV- hand valve 
PN – pneumatic valve 
 
 
 


